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	Best in Class Performance with the Specifications to Back it Up.

	For Full Details Download the PRODUCT CATALOGUE Using the SERVICE PULLDOWN Above.
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	BL-600 Series Super Compact Laser Barcode Reader Specifications

	Type
Standard
High-resolution
High-resolution, side-scanning
Model
BL-600
BL-601
BL-600HA
BL-601HA
BL-650HA
BL-651H
Scanning method
Single
Raster
Single
Raster
Single
Raster
Light source (1)
Visible red semiconductor laser
FDA class
Class II
IEC class
Class 2
Wavelength
650nm
Maximum Output
1.5mW
Pulse width
FDA: 56µs, IEC: 99µs
FDA: 56µs, IEC: 82µs
Reading direction
Front
Side
Reading distance
(Narrow bar width =)
75 to 330 mm 2.95" to 12.99"
(1.0 mm 0.04")
55 to 190 mm 2.17" to 7.48"
(0.5 mm 0.02")
45 to 175 mm 1.77" to 6.89"
(0.5 mm 0.02")
Readable bar width (2)
0.19 to 1.0 mm 0.007" to 0.04"
*0.25 to 1.0 mm 0.01" to 0.04"
for CODE 93 and CODE 128
0.125 to 1.0 mm 0.005" to 0.04"
*0.15 to 1.0mm 0.006" to 0.04" for CODE 93 and CODE 128
Largest readable label width (3)
250 mm 9.84"
(280 mm 11.02")
156 mm 6.14"
(174 mm 6.85")
170 mm 6.69"
(155 mm 6.10")
Scanning rate
500 scans/sec
Target codes
CODE39, ITF, INDUSTRIAL 2-of-5, COOP 2-of-5, Codabar, CODE 128, EAN-128, CODE 93, EAN/UPC (A・E)
Number of readable digits
32 digits max. (4)
Trigger input
Non-voltage input (contact or solid-state) TTL input is also possible.
Serial interface
Applied standard
Conforms to RS-232C
Transmission code
ASCII
Baud rate
600, 1,200, 2,400, 4,800, 9,600, 19,200, 31,250, 38,400 bps
OK/NG output (form)
NPN
Enclosure rating
IP-65
Power supply
5 VDC ± 5 %
Ambient light
Sunlight: 10,000 lux, Incandescent lamp: 6,000 lux
Ambient temperature
0 to +45ºC (32 to 113ºF), No condensation



